
ORITHAI CO., LTD. ●●● www.orithai.co.th

LED HIGH BRY LIGHT

200W 2 Module / Green Lux Series

Applications
Tunnel lighting, Mine lighting, Factory lighting, Gas station lighting, 

Warehouse lighting, Parking lighting, Garden lighting.

Features
■  Independent constant current design for each LED module.

■  Various optical lenses are available for different lighting applications and

    requirements.

■  Certification for Lighting Fixture: CE/CB/FCC.

■  Certification for LED Driver: CE/CB/PSE/FCC/UL.

Specifications
Item

Model No.

Luminaire Wattage

Luminous Efficacy

Color Temperature

Luminous Flux

LED Chip

Color Rendering Index

Input  Voltage

Input Frequency

Power Factor

THD

Material

Ingress Protection (IP) Rating

Surge Protection

Impact Protection (IK) Rating

Hurricane Proof

Photobiological Safety

Operation Temperature

LED Lifetime (L70)

Dimension

Weight

*Available CCT: 3000K / 4000K / 5000K / 6500K

Details

S420CPbbcccc1

200W

124 lm/W

5000K

24,180 lm

CREE

Ra >70

200~240 VAC

50/60Hz

>0.95

<15%

Aluminum alloy

IP67

10 kV

IK10

15 Scales

Exempt Group

-30~50ºC

54,000 hrs @50°C

305(W)*289(L)*156.5(H) mm

5.5 Kg
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